FIELD STONE WALLS TO BE CONSTRUCTED ON CENTERLINE OF TRAFFIC ISLANDS. SEE DETAIL ON SHEET L2.04.

3' HIGH DECORATIVE POST AND RAIL FENCE ON CENTERLINE OF ISLAND

THE APPLICANT PROPOSES TO EMPLOY AN INDEPENDENT, CERTIFIED CONSULTING ARBORIST TO EVALUATE THE EXISTING BLACK WALNUT TREES IN THIS AREA, IN LIGHT OF THE PROPOSED CONSTRUCTION. THE PURPOSE IS TO OBTAIN A WRITTEN REPORT OUTLINING WHICH OF THE TREES MAY MOST REASONABLY BE PRESERVED, AND WHAT SPECIAL MEASURES, IF ANY, SHOULD BE EMPLOYED TO THAT END. THE RESULTS OF THIS EVALUATION ARE SUBJECT TO CONFIRMATION BY THE MEDWAY TREE WARDEN.

ARCHITECTURE DESIGN PLANNING CONSULTING
PROPOSED SOLID-PANEL VINYL PRIVACY FENCE
FENCE SHALL BE CONTAINED BUT TECHNICAL CONTOUR OR TEXTURE, PAINTER BROWN COLOR OR APPROVED EQUAL.
HEIGHT VARIANCE: 6" AND 8" (SEE PLAN)

PROPOSED TREE LINE (Typ.)

EXISTING 28" ASH TO REMAIN

INC.
DARIO
DESIGNS
318 MAIN STREET - SUITE 210
NORTHBOROUGH, MA 01532
TEL. 508-877-4444
FAX. 508-877-4474

ARCHITECTURE
DESIGN
PLANNING
CONSULTING

See Sheet L.02 for detail of protection of existing trees during construction

Unless otherwise noted, existing natural cover to remain undisturbed within the 25' no-disturb buffer and 100' buffer to varnished points, and no maintenance work to take place in this area. Designated 2-1 planting within the 25' no-disturb buffer to be reestablished accordance with the specifications on Sheet L.00.
Unless otherwise noted, existing natural cover to remain undisturbed within the 25' no-disturb buffer and 100' buffer to certified wetland pools, and no maintenance work to take place in this area. Designated 2:1 grading within the 25' no-disturb buffer shall be regulated in accordance with the specifications on Sheet L1.00.
Unless otherwise noted, existing natural cover to remain undisturbed within the 20' no-disturb buffer and 100' buffer to certified vernal pools. No maintenance work to take place in this area. Designated 2:1 grading within the 20' no-disturb buffer shall be regraded in accordance with the specifications contained on Sheet L1.00.
Specify special plantings and styling at the Main entrance and attached colleagues.

WILLIAM POND

POND VIEW
PAVILION

Unless otherwise noted, existing natural cover to remain undisturbed within the 30' no-disturb buffer and 100' buffer to vernal pools, and no maintenance work to take place in this area. Designated 2:1 grading within the 25' no-disturb buffer shall be negotiated in accordance with the specifications contained on Sheet L1.02.

See Sheet L2.02 for detail of protection of existing trees during construction.
Plant Schedule:

<table>
<thead>
<tr>
<th>Plant Type</th>
<th>Quantity</th>
<th>Location</th>
</tr>
</thead>
<tbody>
<tr>
<td>Evergreen Planting Detail</td>
<td>12</td>
<td>North Side of Building</td>
</tr>
<tr>
<td>Shrub Planting Detail</td>
<td>18</td>
<td>South Side of Building</td>
</tr>
</tbody>
</table>

Note: All plants shall be placed against root collar. Root collar shall be the same as height as shown in detail.

Shrub Planting Detail:
- All plants shall be placed against root collar. Root collar shall be the same as height as shown in detail.
- Evergreen Planting Detail:
  - All plants shall be placed against root collar. Root collar shall be the same as height as shown in detail.

Tree Planting Detail:
- All trees shall be placed against root collar. Root collar shall be the same as height as shown in detail.

Dimensions and Final Planting Area:
- All trees shall be located within the final planting area as shown in detail.
- Evergreen Planting Detail:
  - All trees shall be located within the final planting area as shown in detail.